COMMITMENTS

COMMITMENTS ARE NOT TO BE ALTEREED WITHOUT THE WRITTEN
APPROVAL OF ALL PARTIES TO WHICH THE COMMITMENT WAS MADE.

THERE ARE NO COMMITMENTS FOR THIS CONTRACT.

GENERAL NOTES

G.N.-100

ENGLISH UNITS OF MEASUREMENT SHALL GOVERN OVER AND
SUPERSEDE ANY METRIC UNITS SHOWN IN THIS CONTRACT.
WHERE INCLUDED, METRIC UNITS ARE FOR INFORMATION ONLY.

G.N.-406

THE QUANTITIES INCLUDED IN THE PLANS FOR HOT-MIX ASPHALT
RESURFACING ARE INTENDED TO GIVE THE COVERAGE SHOWN ON THE
TYPICAL CROSS SECTIONS. IT IS NOT INTENDED TO INCREASE

THE THICKNESS OF THE HOT-MIX ASPHALT MIXTURE IN ORDER TO USE
ALL OF THE QUANTITIES INCLUDED IN THE CONTRACT.

G.N. -406H
MIXTURE REQUIREMENTS

The following mixture requirements are applicable for this project:

Location iL48 1L 48 1L 48
Mixture Use SURFACE SHOULDERS CLASS D PATCH
ACIPG PG 64-22 PG 64-22 PG 64-22
RAP % (Max) 15 15 25
Design Air Voids 4.0% @ Ndes=50 4.0% @ Ndes=50 4.0% @ Ndes=50
Mix Comp(Gradation) IL9.5 IL9.5 IL19.0
Friction Aggregate Mix C Mix C N/A

G.N.-442B -- PATCHING SCHEDULES

THE PATCHING SCHEDULES INCLUDED IN THE PLANS REPRESENT THE
BEST INFORMATION AVAILABLE AT THE TIME OF COMPLETION OF THE
PLANS FOR LETTING. VARIATIONS IN LOCATION AND SIZES OF BOTH
FULL-DEPTH AND PARTIAL-DEPTH PATCHES MAY OCCUR.

G.N.-667

THE RESIDENT ENGINEER SHALL CONTACT THE PROGRAM DEVELOPMENT
CHIEF OF SURVEYS PRIOR TO THE PRE-CONSTRUCTION CONFERENCE
FOR INSTRUCTION AS TO SETTING OF TEMPORARY OR PERMANENT

TIES FOR CENTERLINE ALIGNMENT CONTROL SURVEY MARKERS (PC'S,
PT'S, AND PI'S). PROJECT IMPLEMENTATION PERSONNEL WILL BE
RESPONSIBLE FOR SETTING THESE MARKERS.

G.N.-703A

SHORT TERM PAVEMENT MARKING SHALL BE APPLIED TO THE PAVEMENT
AFTER ANY OF THE FOLLOWING: COLD MILLING AND/OR PLACING
BITUMINOUS MATERIALS (PRIME COAT), LEVELING BINDER MACHINE
METHOD), BINDER AND SURFACE COURSES. SHORT TERM PAVEMENT
MARKING PLACED ON THE SURFACE, SHALL COINCIDE WITH THE FINAL
PAVEMENT STRIPING. SHORT TERM PAVEMENT MARKING PLACED PRIOR
TO THE SURFACE SHALL COINCIDE WITH THE EXISTING PAVEMENT
MARKINGS. USE 4 FEET PER 40 FEET (OR 10% PER STATION).

G.N.-781

RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED IN
ACCORDANCE WITH STANDARD 781001, AND THE DETAILS SHOWN IN
THE PLANS. IF THERE IS ANY DISCREPANCY BETWEEN THE

STANDARD AND THE DETAILS IN THE PLANS, THE DETAILS IN THE

PLANS SHALL GOVERN. THE FINAL PAVEMENT MARKINGS SHALL BE

IN PLACE PRIOR TO PLACING THE RAISED REFLECTIVE PAVEMENT
MARKERS AND THE RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE
PLACED MIDWAY IN THE 30 FOOT (9 m) SPACE BETWEEN THE DASHED
CENTERLINE STRIPES (WHEN APPLICABLE).

G.N.-1004.01

COARSE AGGREGATE GRADATION CA-10 MAY BE USED WHENEVER
COARSE AGGREGATE CA-6 IS SPECIFIED IN THE STANDARD
SPECIFICATIONS.
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